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ir i lications Program

The Airborne Science and Applications Program (ASAP) is supported by three ER-2 high
altitude Earth Resources Survey aircraft. These aircraft are operated by the High Altitude
Missions Branch at NASA-Ames Research Center, Moffett Field, California. The ER-2s are
used as readily deployable high altitude sensor platforms to collect remote sensing and in situ
data on earth resources, celestial phenomena, atmospheric dynamics, and oceanic processes.
Additionally, these aircraft are used for electronic sensor research and development and satellite
investigative support.

The ER-2s are flown from various deployment sites in support of scientific research sponsored
by NASA and other federal, state, university, and industry investigators. Data are collected
from deployment sites in Kansas, Texas, Virginia, Florida, and Alaska. Cooperative
international scientific projects have deployed the aircraft to sites in Great Britain, Australia,
Chile, and Norway.

Photographic and digital imaging sensors are flown aboard the ER-2s in support of research
objectives defined by the sponsoring investigators. High resolution mapping cameras and
digital multispectral imaging sensors are utilized in a variety of configurations in the ER-2s'
four pressurized experiment compartments. The following provides a description of the digital
multispectral sensors and camera system(s) used for data collection during this flight.

Modis-N_Airborne Simulator

The Modis-N Airborne Simulator (MAS) is a modified Daedalus multispectral scanner. It
records up to 12 8-bit channels, which can be selected from an array of 50 available spectral
bands. The band selection is made prior to flight and the instrument is hard-wired to that
configuration. Channel one can be used to store additional bits which provide 10-bit resolution
for channels 9 through 12. The band configuration for the Stormfest deployment is as follows:

Channel Band edges um
T T
2 0.675 - 0.685
3 1.605 - 1.655
4 1.955 - 2.005
5 3.675 - 3.825
6 4.325 - 4.575
/4 4.575 - 4.725
8 9.000 - 9.400
O* 9.400 - 9.800
10* 9.800 -10.200
11%* 10.700 -11.200
12% 12.200 -12.700

* 10-bit resolution

Sensor/Aircraft Parameters:

Spectral Channels: 50

Output Channels: 7 8-bit and 4 10-bit

IFOV: 0.5 mrad

Ground Resolution: 163 feet (50 meters at 65,000 feet)

Total Scan Angle: 85.920



Pixels/Scan Line: 716

Scan Rate: 6.25 scans/second

Ground Speed: 400 kts (206 m/second)

Roll Correction: Plus or minus 3.5 degrees (approx.)
icr Precipitation Radiometer

The Advanced Microwave Precipitation Radiometer (AMPR) is a scanning passive microwave
radiometer operating at frequencies of 10, 19, 37, and 85 GHz. The AMPR is configured to fit
into the Q-bay of the ER-2 and scans cross-track +/- 450 to the left and right of nadir. The
instrument's principle use is for gathering microwave image data of cloud water and
precipitation primarily over the ocean. Some data collected also will be used for studies of
vegetation, ground moisture, sea surface state, and snow cover. The AMPR is sponsored by
Dr. Roy W. Spencer, NASA-MSFC, ES43, Huntsville, Alabama 35812, FTS 824-1686.

Lightning Instrument Package

The Lightning Instrument Package (LIP) comprises a set of optical and electrical sensors with
a wide range of temporal, spatial, and spectral resolution to observe lightning and investigate
electrical environments within and above thunderstorms. The instruments provide
measurements of the air conductivity and vertical electric field above thunderstorms and
provide estimates of the storm electric currents. In addition, LIP will detect total storm
lightning and differentiate between intracloud and cloud-to-ground discharges. This data will
be used in studies of lightning/storm structure and lightning precipitation relationships. The
LIP is sponsored by Dr. Richard Blakeslee, NASA-MSFC, ES43, Huntsville, Alabama
35812, FTS 824-1651.

illi - Temperatur nder

The Millimeter-wave Temperature Sounder (MTS) is a dual-band microwave radiometer
system for the measurement of atmospheric temperature and other phenomena affecting
transmission in the microwave absorption bands of molecular oxygen. MTS data has been
used to produce images of temperature and precipitation structure, to infer precipitation cell top
altitudes and to detect atmospheric waves.

The instrument is capable of either downward- or upward-viewing operation on the ER-2 as
well as ground-based operation. One radiometer is an eight channel scanning spectrometer
with its radiometer centered on the 118,75 GHz oxygen line. The second radiometer is a
single-channel (Ch. 0) nadir (or zenith) viewing system with its local oscillator tunable under
computer control from 52 th 54 GHz. Characteristics of the two radiometers are as follows:

Channel Center freq. (MHz) Width (MHz)
Single Channel Radiometer
0 115 170
Channel Center freq. (MHz) Width (MHz)
Eight Channel Radiometer
1 660 170
2 840 210
3 1040 240
4 1260 220



5 1470 240
6 1670 220
7 1900 270
8 500 125

For further information contact Michael Schwarz, Massachusetts Institute of Technology,
MIT-RLE Mail Stop 26-357, 77 Massachusetts Ave., Cambridge, MA 02139.

- i r nder

The High-Resolution Interferometer Sounder (HIS) measures upwelling infrared spectral
radiance at the aircraft altitude with high absolute accuracy using a passive Michelson
interferometer and precision onboard blackbody calibration sources. The instrument has a
single nadir staring field of view with observed spectra obtained every six seconds. The
spectra cover the range 16.6 microns to 3.3 microns with a spectral resolution of 0.3 to 0.5
cm-l. The primary use of the instrument is as an atmospheric sounder of temperature and
water vapor. The spectra also contain important information on trace gases and surface
properties. The HIS was developed by the University of Wisconsin at Madison and is a
prototype instrument for advanced infrared satellite sounders.

amer tem

Various camera systems and films are used for photographic data collection. Film types
include high definition color infrared, natural color, and black and white emulsions. Avaiiable
photographic systems are as follows:

* Wild-Heerbrug RC-10 metric mapping camera
- 9x 9inch film format
- 6 inch focal length lens provides area coverage of 16 x 16 nautical miles
from 65,000 feet
- 12 inch focal length lens provides area coverage of 8 x 8 nautical miles from
65,000 feet

* Hycon HR-732 large scale mapping camera
- 9x 18 inch film format
- 24 inch focal length lens provides area coverage of 4 x 8 nautical miles from
65,000 feet

 IRIS II Panoramic camera
- 4.5 x 34.7 inch film format
- 24 inch focal length lens
- 90 degree field of view provides area coverage of 2 x 21.4 nautical miles
from 65,000 feet

The U.S. Geological Survey's EROS Data Center at Sioux Falls, South Dakota serves as the
archive and product distribution facility for NASA-Ames aircraft acquired photographic and
digital imagery. For information regarding photography and digital data (including areas of
coverage, products, and product costs) contact EROS Data Center, Customer Services, Sioux
Falls, South Dakota 57198 (Telephone: (605) 594-6151).



Additional information regarding ER-2 acquired photographic and digital data is available
through the Aircraft Data Facility at Ames Research Center. For specific information regarding
flight documentation, sensor parameters, and areas of coverage contact the Aircraft Data
Facility, NASA-Ames Research Center, Mail Stop 240-6, Moffett Field, California
94035-1000 (Telephone: (415) 604-6252).



1es|n

& Ev0v61L LG:9€61 cG956-8¥G6 a-95
(L¥S6-9Y56 ‘LES6 Sawely) SninWNY %01 00861L/000G59 9g:2e6l £0:¥2:61 LVG6-LESH g-Vv
S)H{BWSY/I9A0D pNo|) siojow/}99) aN3 1HV1S sioquinN sjuiod
TSW ‘epniy (99s ‘uiw “y-1W9) swiy aweld 38y
9€0 # losuasg
vYLEYO # UOISS8IIY

€50-¢6 'ON LHYITA
Viva INIT LHOINd YHINVYD




g
21

Sau} |ueos
pajeaday
L8303

8 = 8

1

sSauj |ueds
pajeiodaaju]
LB30%

1897v
6681
2191
6682

sauj|ueos
poosy
L3003

52°9
§2°9
§52°9
§2°9
(sdd)

paadsg
uedS

ZPZ61/0BPES
ZIBe1/0RBSY
21861/00099
¢1861/000S9

J939u/qe9]
SpPN3II3ILY

£S5F-26 F¥IBWNN LHOITS
vivd LH39I74 Sniva3ava

BIEVE
99v8¢
¥9sve
29661

P us®

FAYA-TA
79592
§56¢¢

1S9L1
u|bagq

SuUj |ueds
L en3 oy

f°BS:EZ:PZ M°BE:TI:02
B L1:BQ@Z B21EQ: Q2
B°153.G361 P 2ZEES:6I
B 1EGYPIBT @ v¥:LEG]

P B e q

2

0~ 0

u u i
{1WD @ w |
L ni3yosy

I-H
a-9
4-3
a-J

$3Ui04g

EELTRY

€60-¢6 'ON LHOITd

Viva 3NIT LHOIT4d HINNVOS SYIN




STORMFEST Engineering Flight

A/C 706

7 February 1992

FLIGHT 92-053



PLEPOQ & UOTEB02DY

2re-0s

0%-08

90L /¥

2667 Auendqsg ¢

¥8 ueyy

S3A3Y INIOd

- 3 4 X 0

,_;auu_@
0 -moma

g aon
—+ot |
—+ o0z
09c-M :
——o¢
B =
e —1-0r
_|| ejejenc) -
PUB BUBIY UIC] L33m(aq Jars| eas - 1
{8 24045 ayj Blhoje sisfs o mm_ “ _ _ _lﬂt ...:.._
yanuw sp jo asubqinisip +:wcmm$_m _ _ _ _ C <L,ﬁ
T [IF ___:__:_.____.______:.._...___G _.__._:_._:_
X = mw u
fr.... ,l/.;wumu:o.d \o i
‘ 18]
A3
=r=01
% o 3 -
aymdwon *.. ONIDOaNaW . ul
poay: 6- m

haed

e L, ]

ol

R




8t1-9 uzo

HOLVWWIS 3NHOSHIV SI00M

0L IV

S66T AYYNHE3d £ ES0-26 IHSId
= e X >
%N + ! r_.:u_.., m\E aAa) Bas (B §sIXS &
b ) 58 YONWAE JO SIUENNISID D1jSt Sepy i o
1,
sl AT GIIONY L NVS O
S g 501 Ueg
L9 T . S OLITYSNYS . ONYIST NOTIVHY
KH. 2 - ..\. 3 a6pyg. 4an
) L . i 7 = AHUI2IA S14) UT [8AB) S|5IXa
AL oe /3 = o7 52 Y2nW 58 jO S2UeqinjHip N Gepy €E1S-M
o a i : W . e .
K A s ; A NEER s B3 (0z¢g) mm L m * ; _ m m
H : y \ | A == iy
ir 3 O L2 TR _
D SN\ P S 644! e
: %m. BZ o Bl 3 e
IOER RO A - Y

i A
V! 343 INIQ
A
b
LA
N s

~pilinas|
9@.&&

Battan
ey
\ Ko §
00EY
g o
(TN < o .
4 Sy W,fw L
59zl T :
ZIEA N o &
" e
GW( G o
.Mm/ & - S o= \E
o = g
Ay
Nt 7 \
fuf,m.wn e /_ ,..\-L
Rﬁ:..i

i
O

SRR

Ay
.—-u_m____—_ﬂ_q__-___q_—-_—_____

092-M

1D
.W-.mhmbmu

Pue euRiYy |UIO4 HBOM(B] (3AB| BBS ' _
|8 _3J0§s ay; Blhoje siside o mm_ ﬁ
,.m... yanw sp jo adupqinisip :m:mmti _ _

no

_________u-“__un__-__—_a-__-__




